Bongioanni Macchine Starts up a New Plant in Algeria:
Sarl Briqueterie El Hoceinia

Fig. 2 Box feeder

In a very strategic location, 80 km west of
Algiers, the brickyard owner and tycoon
Azzedine Lamoudi has launched at the be-
ginning of January a new manufacturing
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unit called Sarl Briqueterie El Hoceinia. Only
six months have passed from the shipment
of the machines to their start-up and the
contractual capacity has been attained in
just one month. This geographical area is
characterized by the presence of excellent
clays, which maximise the performances of
Bongioanni Macchine's machines thus al-
lowing the production of first-class bricks.
The daily output capacity of the new plant is
600 t hollow blocks type B8 and B12.

Being a manufacturer of bricks since year
2005 in his plant BNK placed east of Algiers,

Azzedine Lamoudi has accrued a great deal
of experience in the heavy clay ceramics
field. In the light of his decades-long work
experience, the customer has implemented
a manufacturing line of the highest quality,
which consists of two box feeders for clay
type CFD120/6 m and one box feeder for
sand type CRG100/4 m with the function to
feed a clay crusher type R1200 which is the
first machine of the preparation line. Inside
the clay crusher the raw material is reduced
to a size of a couple of centimetres.

The preparation machines downstream the
clay crusher are a clay disintegrator type
11LD followed by a roughing roller mill type
COMPACT LE-810 and finally a pre-refining
roller mill type COMPACT LI-810 — Azzedine
Lamoudi has rightly decided to install the
roller mill as last machine of the preparation
line. Actually, this roller mill assures feeding
of the stock silo with raw material having a
granulation <1,5 mm.

Thanks to such a granulometry, the clay
blended by means of a mixer type MIX710l
can absorb correctly the necessary quantity
of water before being fed to the stock silo.
As long as the clay remains inside the stock
silo, its humidity gets as homogeneous as
possible. In order to increase the stand-by
time of the clay inside the stock silo, Bon-
gioanni Macchine's technical department
has developed a technical solution based
on 3 large-dimensioned chambers.

The bucket excavator type 50EM1422 con-
sists of a 14 m-long arm with 22 buckets,
each one having a capacity of 50 .

The box feeder type CFD120/6 m receives
the clay from the excavator which after-
wards feeds the clay at a constant rate
to the refining roller mill type COMPACT
LI810. The clay transits afterwards through
the moisturizing mixer type MIX710I and is
finally fed to the extruder type TECNO 750.
Bongioanni Macchine, based in Fossano,
Italy, has always been concerned and at-
tentive to wear issues: this is why standard-
fitted augers on the company’s machines
are always treated to improve their wear
resistance. In particular, the wear-resistant
treatment consists of the hard-recharge
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of augers with chromium and tungsten
carbides, and of an hard chromium plat-
ing.

It should also be emphasised that roller
mills" sleeves are made of steel, which
ensures that their hardness is always the
same along their whole width. This cannot
be said regarding other sleeves available on
the marked and supplied by other manufac-
tures: such sleeves are made of semisteel
having the same structure where the sur-
face has an appropriate hardness, whereas
hardness of the internal part is significantly
lower.

To complete the supply, Bongioanni Mac-
chine has also supplied the electric power
and control boards making sure that all
boards were manufactured according to the
latest and current requirements of safety
and performance improvement for both
materials and developed software.

Rubber belt conveyors were also included
in the supply being characterized by a
galvanized modular structure and fully ac-
cessorized in order to ensure smooth and

Fig. 3 Clay disintegrator 11LD

proper operation and maintenance (switch-
es, r.p.m. controls, and cable emergencies).
In conclusion, El Hoceinia Plant can be de-
finitely described as one of the most ergo-
nomic and technologically-advanced plants
that have been implemented in the last

[ '!_';ii'illﬁ"

(Figs.: Bongioanni)

years, thanks to the synergy between an
extremely competent and very experienced
customer and a supplier who has a state-
of-the-art technical know-how as well as all
the necessary competences, resources and
professionalism.

Leader in the construction of machinery for the heavy clay industry, with over 100
years of experience, Bongioanni supplies solutions projected into the future.
Bongioanni Macchine and Bongioanni Stampi design machinery and production
lines for claddings that provide the construction sector with materials characterised
by high energy savings, high quality and refined aesthetics. Innovative solutions are
tailored to suit every customer’s individual needs.

Bongioanni covers all requirements, from raw material to the damp-moulded
product, making it possible to obtain constant and high production capacity,

respect of working safety standards and the supply of a complete aftersales service.

a brand to cover the future
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